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ERRATA ET CORRIGENDA 
IN VOL. XLII. 

Title Page, for 1823 read 1824. 

Preface, page xxviii, bottom line, dele and moon for. 

Page 23, line 8, for on read for. 

36, — 6 from bottom, after register, add m, fig. 2. 

40, — 7 from bottom, for settlemens, read settlements. 

61, — 3 from bottom, for consists, read principally consists. 

61, — 2 from bottom, for impressions, read casts. 

— — 83, — 7 from bottom, for the purposes, insert several purposes, and 
omit the following words as far as moulding plane in- 
clusive. 
— — 92, — 4 from bottom, for the lid of the strainer/, readthe strainer, 

of which /is the lid. 
— — 98, — 8, for m read n. 

98, — 10, for fixed, read fired. 

In Plate VII. describing Lieut. Green's apparatus, it will 
be observed, that the front wheels of the carriages are 
smaller than the hind ones, although the former support 
the greater part of the weight. This otherwise improper 
arrangement is rendered necessary, by the recent intro- 
duction in ship building of a piece of timber at the 
angle formed by th? deck and side of the vessel, called 
the water-way piece (which is not shown in the plate), 
and which, if the front wheels of the carriage were of 
the usual size, would prevent the muzzle of the gun 
from being piojected far enough to obtain a sufficient 
lateral range. 
In plate VII. fig. 5, the ends of the axle are by mistake 
represented square instead of round. 

120, — 8, after b c add fig. 3. 

122. add to the description of Mr. Watt's Wrench, that the chap k is 

prevented from receding by the circumstance, that the 
wedges //and mn are together thicker at m than at n, 
which prevents their moving backwards, either together or 
separately, by a force applied at k. 
— — 126, — 14, dele The tumblers are on Chubb's principle, without the 
detector; and, 

In Plate XIV. figs. 2 and 3, the figures 1 2 3 4 5 6 7 and 
8 should have been engraved in the reverse order. 

144, — 1 1, for g read 8. 

145, — 6 from bottom, for 6 read 7. 

147, — 18, for when the valve is shut, descends below the opening of 

the feed-pipe, and almost rests, &c. read descends below 
the bottom of the feed-pipe, and when the valve is shut 
almost rests, &c. 

150, — 15, for upright, read uprights. 

12 from bottom, for plan, read elevation. 
1 1 from bottom, for sectional elevation read horizontal section. 
5 from bottom, for sectional elevation read horizontal section. 
— : — 151, — 3, for sectional elevation read horizontal section. 

20, for transverse read longitudinal. 
164, — 3 from bottom, after wedges, read r, t>. 



